
MULTIPLE LAYERS OF
ENERGYGUARD™ POLYISO

INSULATION STAGGERED
AND  OFFSET

ROOF DECK / SUBSTRATE

1" [25 mm]1" [25 mm]

REINFORCED® EVERGUARD
MEMBRANE

EXPANSION JOINT COVER FIELD
FABRICATED FROM REINFORCED
EVERGUARD® MEMBRANE

BACKER ROD 50% LARGER THAN THE
SIZE OF THE OPENING

DRILL-TEC™ PLATES AND FASTENERS
12" [305 mm] O.C. MAX.

IF NEEDED, COVER MAY BE TACK
WELDED ON BOTH SIDES OF JOINT TO

HOLD IN PLACE

TAPERED EDGE STRIPS TYPICAL ON BOTH
SIDES TO DIVERT WATER FLOW AWAY

FROM JOINT

POCKETS FILLED WITH CLOSED
CELL FOAM INSULATION WHEN

NAILERS ARE INCORPORATED

OPTIONAL WOOD NAILERS
SECURED TO DECK

BATT INSULATION TO COMPRESS
MEMBRANE AGAINST NAILERS OR

POLYISO INSULATION

FIELD MEMBRANE SHOULD RUN
INTO EXPANSION JOINT,
CONTINUE ONTO THE OTHER SIDE,
AND TERMINATE AS INDICATED

All information contained within this document applies only to the specified product(s) and/or
detail, and is the property of GAF. This document may not be distributed, modified, or reproduced

in any format, written, verbal or otherwise, without prior written approval from GAF.

Detail No:

Scale:Issue Date:

Roof Area:
Field Fabricated
Expansion Joint - Flat Type

Expansion Joints

11/13/2023 N.T.S.
401D

Notes:
1. For steel roof decks: Fill steel deck flutes with closed cell spray foam insulation prior to the installation of

above deck insulation a minimum of 12" [305 mm] from face of wall on each side.
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