
MULTIPLE LAYERS OF ENERGYGUARD™ POLYISO INSULATION
STAGGERED AND  OFFSET

POCKETS FILLED WITH CLOSED-CELL FOAM INSULATION

ROOF DECK / SUBSTRATE

1" [25 mm]

FLANGE MECHANICALLY FASTENED DECK / SUBSTRATE

DRILL-TEC™ PLATES AND FASTENERS 12" [305 mm] O.C.

REINFORCED EVERGUARD® MEMBRANE

REINFORCED EVERGUARD® MEMBRANE

ENERGYGUARD™ POLYISO INSULATION SECURED TO
METAL CURB

WOOD NAILER; THICKNESS TO MATCH INSULATION

FASTENERS LOCATED 12" [305 mm] O.C. MAX.

R.T.U. TO BE SEALED TO CURB BY OTHERS

INSULATED METAL CURB8" [203 mm]
MINIMUM

All information contained within this document applies only to the specified product(s) and/or
detail, and is the property of GAF. This document may not be distributed, modified, or reproduced

in any format, written, verbal or otherwise, without prior written approval from GAF.

Detail No:

Scale:Issue Date:

Roof Area:
R.T.U Curb Flashing Penetrations

11/13/2023 N.T.S.
503C

Notes:
1. For steel roof decks: Fill steel deck flutes with closed cell spray foam insulation prior to the installation of

above deck insulation a minimum of 12" [305 mm] from opening on each side.
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